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12/9/28083
*REF Q1

STA. 33+71.44 TO STA. 34+79.36 (LINCOLN PARKWAY)
STA. 44+50.00 TO STA. 45+14.44 (LINCOLN PARKWAY)
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» STA. 33+71.44 - STA. 35+20.00, LT. (3') »» STA. 33+71.44 - STA. 34+71.44, RT. (10°)
STA. 35+20.00 - STA. 36+51.00, LT. (VARIES) STA. 34+71.44 - STA. 35+73.59, RT. (VARIES)
STA. 36+51.00 - STA. 38+47.00, LT. (10") STA. 35+73.59 - STA. 38+48.31, RT. (4')
STA. 38+47.00 - STA. 38+83.86, LT. (VARIES) STA. 41+00.00 - STA. 41+59.46, RT. (VARIES)
| STA. 41+59.46 - STA. 43+74.86, RT. (10") o :
STA. 43+74.86 - STA. 45+14.44, RT. (VARIES, MATCH EXISTING)
(4) PROP. BITUMINOUS SURFACE REMOVAL (VARIABLE DEPTH) |
(1) EXISTING PCC PAVEMENT (5) PROP. BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE MIX D N50 (1.50")
(2) EXISTING AGGREGATE SHOULDER (6) PROP. LEVELING BINDER (MACHINE METHOD) SUPERPAVE, N50 (1.0
(3) EXISTING CONCRETE CURB & GUTTER (7) PROP. THERMOPLASTIC PAVEMENT MARKING |
PROP. PCC BASE COURSE WIDENING (9")
(9) PROP. SUB-BASE GRANULAR MATERIAL TYPE B (4") o | |
PROP. COMB. CONCRETE CURB AND GUTTER T loNs ILLINOIS DEPARTMENT OF TRANSPORTATION
@) PROP. STRIP REFLECTIVE CRACK CONTROL TREATMENT & — s  TYPICAL SECTION
@2 PROP. AGGREGATE WEDGE SHOULDER, TYPE B R o
@3 PROP. 8" BITUMINOUS SHOULDER
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